SCREWS, General Purpose

(RED = UNIPART Number)

Length 3/8 ] 1,7 5/8” 3,7 7/8 ” 1” 11/8 ] 11/4 7] 13/8 ’” 11,7 13/4 ] 27 21/4”
Spanner | Thread
Size Diameter
36" UNF 277
7 ” 1/ » GHFll? GHFlOl GHFlZl
l16 15" UNF | SHB04031 | SH604041 | SH604051 SH604071 SHB04091 | SHE604101 | SHE04111 SH604141 | GHF161 -
GFK5179 GFK5180 GFK5181
"1 ” "/,” UNC | SH504031 | SH504041 | SH504051 | SH504061 - GHF161 | SH504091 - SH504121 | SH504141 - SH504181
" 5. » UNE SH605061 GHF103 SH605121
2 16 SH605031 | SH605041 | SH605051 SH605071 SH605091 | SH605101 | SH605111 SH605141 | SH605161 | SH605181
GFK5184 GFK5185 GFK5186
V2" *16” UNC - SH505031 | SH505051 | SH505061 | SH505071 | GHF163 | SH505091 | SH505101 | SH505111 | SH505121 | SH505141 - -
9 ’ 3/ NF GHF105
l16 lg” U - SH606041 | SH606051 | SH606061 | SH606071 crKE101 SH606091 | SH606101 | SH606111 | SH606121 | SH606141 | SH606161 -
9 ” IR
16 /s” UNC - SH506041 - SH506061 - GHF165 | SH506091 | SH506101 - SH506121 - - -
s ” "l1s” UNF - - SH607051 - SH607071 | SH607081 | SH607091 | SH607101 | SH607111 | GHF107 | SH607141 | BH607161 -
3/ ” 1/ ” UNF
4 2 - SH608041 | SH608051 - - SH608081 - - - GHF109 | SH608141 | BH608161 -
BOLTS, General Purpose
Length 17 11/8 ” 11/4 T} 13/8 ” 114" 13/4 ” 27 21/455
Spanner Thread
Size Diameter
6 ” 17,” UNF - BH604091 | BH604101 | HBZ411 | GHF102 | BH604141| GHF118 | BH604181
16 ” 1, UNC - BH504091 - BH504111 - - - -
1,7 5/,s” UNF - - BH605101 | BH605111 | GHF104 | BH605141 | BH605161 | BH605191
Al %/,” UNC R R BH505101 R - R BH505161 | BH505181
e ” 3" UNF | GHF105 - - BH606111 | GHF106 | BH606141 | BH606161 | BH606181
16 ” %" UNC | GHF165 R R BH506111 | BH506121 | BO506141 | BH506161 | BH506181




NUTS, General Purpose

(RED = UNIPART Number)

These nuts are ‘S’ grade steel and are for general use. Many applications require high tensile or other special steels and will, in general have a specific part
number and will be listed in other parts of this catalogue.

Head . Self Locking, Aero or
Size Plain Nyloc all Metal, Philidas Castle Brass
AFCI“’SS Depth Full Half Full Half Full Half Full Half
ats
6" UNF | GFK3210 - - : : : : : :
1" UNF | GFKk3211 - GFK3321 - - - - - -
5/16” 3/16,, UNF GHF206 i GHF220 i ) i ) i i
GFK3212 GFK3322
*l” UNF | GFKk3213 ; GFK3323 ; ; ; ; ; -
16 4 GHF200 | JN2107 - - - -
GFK3224
2 16 GHF201 | NT605041 - - - GHF261
GFK3225
*l1g” °ls” UNF | GHE202 | NT606041 | GHF223 | GHF273 | GHF243 - ND606041| LN2209 | GHF262
°lg” 16" UNF | GHE203 | NT607041 | GHF224 | GHF274 | GHF244 - ND607041 | NL607041 -
°ls 2"UNF | GHF204 | NT608041 | GHF225 | GHF275 | LNZz508 - ND608041 | NL608041 -
Ig” °1s” UNF ; NT609041 | 252165 ; ; ; ; LN2212 ;
Y167 °ls” UNF | NH610041 | NT610041 | GHF226 | 53K1667 - - - - -
"l1” " UNC | GHEF207 - - - - - - - -
%" *h” UNC | GHF208 | JN2158 . . ; - ; - .
“he” | *l" UNC | GHF209 : : : : : : : 108951
5/8” 7/16” UNC } } } ) 3 ) 3 ) }
°ly %”UNC . ) ) ; - ) - ) -




SPIRE NUTS & ASSOCIATED SELF TAPPING SCREWS

SPIRE NUT SELF TAPPING SCREW
Size Flat ‘U’ Type Pan Head Countersunk
No. 6 GHF700 GHF711 ,” GHF421 3. GHF422 ,” GHF400 3" GHF401
No. 8 GHF701 GHF712 ,” GHF423 %,” GHF424 " GHF402 %,” GHF403
No. 10 GHF702 GHF713 ,” GHF425 3,” GHF426 ,” GHF404 3, AD610063
No. 12 PFS212 GHF714 - %,” GHF428 : ;
No.14 GHF704 - - °,” GHF431 - -
WASHERS, General Purpose (RED = UNIPART Number)
Shakeproof (Star) Locking (Spring) Plain Fibre Copper
Large
Hole Internal Size External Single Double St_andard Diameter
(Thackery) Diameter .
(Repair)
3,57 WF702101 WE702101 WL700101 ADJ7721 GHF306 PWZ203 WF505 ;
GFK1112
Y, GHF321 WE600041 GHF331 ADJ7722 GHF300 GHF314 WF507 GHF361
GFK1113
56" GHF322 WE600051 GHF332 ADJ7731 GHF301 GHF315 WF508 GHF362
GFK1114
3" GHF323 WE600061 GHF333 - GHF302 GHF316 WF509 GHF363
GFK1115
6" GHF324 ; GHF334 - GHF303 WM69 GHF345 GHF364
GFK1116
1 GHF325 ; GHF335 - GHF304 - GHF346 3H693
GFK1117
916" - WE600091 - - ) PWZ109 WF512 -
5,7 LWZ410 WE600101 LWZ310 ; PWZ110 PWZ110 WF513 -

Red = UNIPART Number

The above tables accompany the assembly parts diagrams of MOSS CATALOGUE # MGL9200:




To quote: “A screw is threaded all the way from end to end and is identifiable above by the prefix SH. A bolt has a non-
threaded portion or shoulder and is prefixed above as BH. (SH = Screw, Hexagon Headed, BH = Bolt, hexagon headed. You
thought we were so clever, but the truth is now clear.) It is important to ensure that if a bolt was originally specified, it is
replaced with the same. It is equally important that when a special grade of steel is specified, this is also re-utilized. It is no
use, for instance, trying to torque an ordinary 2" UNF nut down to 105 ft/Ibs. on a cylinder head. As the thread strips, usually
with a bang, you'll become “spinning Willy “ to amused onlookers.”

MiniSpares

Part Number Description
GMS114 Assorted UNF Setscrews, UNIPART
GMS115 Assorted UNF Plain Nuts, UNIPART
GMS116 Assorted UNF Locknuts, UNIPART
GMS126 Assorted Flat Washers UNF Box, UNIPART




